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Technical Data Table For Range And Insertion

Material of case & cover: SS304, SS316 available . L - .

Material of stem: 316 stainless steel Standard Minor Division Minimum Insertion Length

Lens: Glass, safety glass available gn lar (°C) (mm)

Housing enclosure: IP66, liquid filled available cale :

Dial size: @3", 4", 5" available Range (°C) @75 | @100 @125 ‘ Outer Diameter of Stem

Type: AY / Al / AY-QS available @4 \ g6 @8 @10

Range limit: -50 to 600°C

Stem dimensions: @4, 6, 8, 10 mm available -50~50 : 1 ! 80 | 65 60 55

Stem length limit: 65~1000 mm 3050 1 1 1 8 65 60 55

External zero adjustable -20~60 1 1 1 ‘ 80 65 60 55

Accuracy: +1% (FS) - - - - -

Proéless}::onnection: 1/2" NPT standard, -10~50 1 1 1 \ 95 80 75 70

others available 10

Over range protection: 130% FS 10-110 2 2 2 80 65 60 %

0~50(60) 1 1 1 105 95 85 80

0~80 1 1 1 80 @ 65 60 bb
0~100 1 1 1 80 65 60 b5
0~120 2 2 2 80 65 60 b5
0~150 2 2 2 80 65 60 b5
0~200 2 2 2 80 65 60 bb
0~250 5 5 ) 95 80 75 70
0~300 5 5 5 85 70 65 60
0~400 b 5 ) - 65 60 b5
0~500 10 10 10 ‘ - 65 60 b5
0~600 10 10 10 ‘ - 65 60 b5
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