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FOR FROST PROTECTION, LOW TEMPERATURE MAINTENANCE FOR SMALL DIAMETER AND LENGTH  PIPERS, 

GUTTERS, WINNOW, TANK... 

 

Length adjustable on site, packed in rolls, the eltrace constant power parallel heating tape type ELP in Polyole-

fine represents a saving in application and design time. 

 

Suitable for frost protection or for pipers and tanks low temperature maintenance.  

Maintenance of food-industry or refrigeration products to a low temperature.   

 

Advantages : Storage in rolls, Finishing on site, Built-in cold terminations, High safety thanks to modular de-

sign,  Low cost price. 

CONSTANT WATTAGE THERMOPLASTIC HEATING CABLE 
   

ELPELPELP---P  P  P     

QUALIFICATIONS PRODUITS  

Certifications CE 

DESCRIPTION 

 

1– 2 Bus wire: 2 x 1.5mm² 

2– First Insulation: thermoplastic elasthomere 

3– Heating wire nickel chromium 

4– Heating Modul  

5– Second Insulation : thermoplastic elasthomere 

6– Braid copper 

7– Thermoplastic elastomere Over Jacket 

Reference Power Voltage Max Temp.  

Energized  

Max Length  Modul 

 

ELP-P-10 10 W/m 230 V 40 °C 160m under 230V / 85m sous 110V 1 m 

ELP-P-20 25 W/m 230 V 35 °C 112m under 230V / 65m sous 110V 1 m 

DATASHEET  

Dimensions naked   8.60 x 5.20 mm (+/- 0.20mm) 

Dimensions braided   9.20 x 5.80 mm (+/- 0.20mm) 

Dimensions braided overjacketed  

    11.20 x 7.80 mm (+/- 0.20mm)  

Nominal Voltage   230 V or 110V 

Bending Radius   20mm 

Standard    IEEE 515 

Color:     Blue 

Max Temperature:    90°C 

Min installation Température: -20°C 

 

This cable is available in 3 kinds : 

Naked Cable:    ELP-P 

Braided Cable :   ELP-P-B 

Braided and overjacketed cable : ELP-P-BO 


