2 6 5 Filtro raccoglitore di impuritaa “Y” in ghisa grigia
Cast iron sediment collecting strainer “Y” type

Caratteristiche principali di serie
Main standard features

B Cestello in tela metallica
Screen on wire cloths

l Tappo di spurgo di serie a partire dal DN 65
Plug standard from DN 65

0 Arichiesta rubinetto di scarico
On request drain cock

Possibili campi di impiego
Application

Impianti di trasmissione calore, centrali termiche,
caldaie e serbatoi, ecc.

Heat transfer systems, thermal power stations, industrial ) . N . L .
boilers and tanks, etc. NOTA: Il rubinetto dovra essere di materiale idoneo al fluido,

alla temperatura e alla pressione di esercizio
NOTE: This cock will be made of a material suitable to the fluid, working pressure and temeprature
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Suitable for
Acqua calda e/o surriscaldata, vapore, aria, ecc. = /®
Hot water and/or overheated water, Steam, air, etc.
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POS. Componente Components Material . X SN
1 Corpo Boady EN-GJL-250 RS S N /@
2 Coperchio Cover EN-GJL-250 °: ?(;%
3 Cestello Screen St. Steel 1.4301 X 2§§<><> /@
4 Guarnizione Gasket Graphite + St. Steel X
5 Tappo di spurgo >DN65  Plug >DN65 Carbon steel ‘@
6 Prigionieri Studs Carbon steel
7 Dadi Nuts Carbon steel




