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Technical Data Effective Bulb Insertion Length
o - Liquid Filled Type
Type Liquid Filled Type Gas Filled Type Outside Dimension
Temperature Range -70~+400°C -200~650°C Range’C . | %6 | #8 | 910 412
Remote capillary length 20M max. 30M max. 1 | 70450 | 100| 70 | 40 | 30
Electric contact 1~2 contacts 2 | ©0-+0 | 120 80 | 50 | 30
Mi itch ty T T 3 | -30-+50 | 150 | 100 | 60 | 40
ICrosw pe ominal operating voltage: max. R
S.PD.I. Current: 5A max. 5 | -10-+50 | 190 | 130 | 70 | 50
Nominal operating voltage: 28 VDC max. 6 | -10-+100 | 110 | 80 | 50 | 30
Alternatively switch data Current: A max.(ohmic load); 7 0-50 230 | 150 | 80 | 60
3A max. (inductive load) 8 0-60 | 190 | 130 | 70 | s0
Contact material: Pure silver 999.9 9 0-80 150 | 100 | 60 | 40
Ambient temperature: -20°C ~ +60°C 0 | o0-100 |120] 80 | %0 | 30
Weather proof class NEMA 4, 4X, IP66 11 0-120 | 100 | /0 | 40 | 30
Material of case & cover Aluminum alloy die-casting 12 | 0-150 | 80 | 60 | 40 | 30
Switch acting differential +1.6~3% of F.S. 13 0~200 70 | 50 | 30 | 20
Contact adjusting method Internal adjusting method 14 | 0-250 | 60 | 40 | 30 | 20
Conduit connection 2" or 36" NPT(F) 15 | 0-300 | 40| 0| 2
Process connection 15" or %" NPT Male 16 | 0-400 | 40 | 30 | 20 | 20
Sensor material wetted parts are all in SS316 Gas Filled Type
Qutside Dirne?lsi'?n
Capillary Length d w6 L e
1 0~10M | 250 | 170 | 140 | 90
2 | 11-30M | 250 | 170 | 140 | 90
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